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Poggi Barrel  
Gear coupling – GDR series

Code CGDR02/24S eg.

Performance Table

Dimensions Table (mm)

The moment of inertia figures refer to standard couplings, 
bored to the maximum value shown on the Dimensions 
Table below
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Atra-Flex Millennium series

Dimensions in mm

Kilowatt capacity at various rpm - 

Code CM1HUB eg. 

• Detect and Lock-On Ring Feature 
• Internal Support of the Insert for higher kilowatts 
• Higher kilowatt transmission in a small package 
• Large bore Capacity 
• Very Economical
• Available in Stainless Steel
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Bibby Grid Coupling

Code CWB2060HUB eg. 
Bibby Transmissions Taper Grid Resilient Couplings 
Series 2000H – Horizontally Split Cover Couplings
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Transmission Roller Chain
D.I.D

Code CBS06B1 eg.

ISO
chain

Number

Pitch x
b1

d1 Roller
diameter

d2 Pin
diameter

Breaking
load in

Kgf.

E
Traverse

pitch

T Plate
thickness

05B-1
05B-2
O6B-1
06B-2
06B-3
410
415
415S
420

08B-1
08B-2
08B-3
10B-1*
10B-2
12B-1
12B-2
12B-3
16B-1
16B-2
16B-3
20B-1
20B-2
24B-1
24B-2
28B-1
28B-2
32B-1

8 X 3MM

3/8x7/32

1/2x1/8
1/2x3/16
1/2x3/16
1/2x1/4

1/2x5/16

5/8x3/8

3/4x7/16

1”x17.02

1.25x3/4

1.5x1”

1.75x1.25

2”x1.25

5.0

6.35

7.75
7.75
7.77
7.77
8.51

10.16

12.07

15.88

19.05

25.4

27.94

29.21

2.31

3.28

3.6
3.6
3.97
3.58
4.45

5.08

5.72

8.28

10.19

14.63

15.9

17.81

46
76
91
173
254
82
100
380
68
182
318
454
227
454
295
590
885
650
1240
1850
1000
1700
1700
3240
2000
3600
2600

-
5.64

-
10.24
10.24

-
-
-
-
-

13.92
13.92

-
16.59

-
19.46
19.46

-
31.88
31.88

-
36.45

-
48.36

-
59.56

-

0.75

1.3

1.25
1.5
1.5
1.5
1.5

1.5

1.8

4.0

4.5

6.0

7.5

7.5

ISO
chain

Number

Pitch x
b1

d1 Roller
diameter

d2 Pin
diameter

Breaking
load in

Kgf.

E
Traverse

pitch

T Plate
thickness

25-1
219htm

35-1
35-2
35-3
41-1

40-1*
40-2
40-3
520

50-1*
50-2
60-1
60-2

60H-1
80-1
80-2
100-1
100-2
120-1
120-2
140-1
160-1

1/4x1/8
7.77x5.0
3/8x3/16

1/2x1/4
1/2x5/16

5/8x1/4
5/8x3/8

3/4x1/2

1”x5/8

1.25x3/4

1.5x1”

1.75x1”
2”x1.25

3.3
4.59
5.08

7.77
7.92

10.16
10.16

11.91

15.88

19.05

22.23

25.4
28.58

2.31
4.59
3.58

3.58
3.58

5.08
5.08

5.94

5.94
7.92

9.53

11.1

12.7
14.27

75
181
95
160
240
68
141
282
423
700
700
1190
950
1610
1100
1500
2500
2300
3910
3100
5270
4100
5400

-
-
-

10.13
10.13

-
-

14.38
14.38

-
-

18.11
-

22.78
-
-

29.29
-

35.76
-

45.44
-
-

.72
1.4
1.25

1.2
1.5

2.0
2.0

2.4

3.2
3.2

4.0

4.8

5.6
6.4

B.S -British Standard series

Code CASA401ASA – American Standard Series

* Also available in Hollow pin – Stainless steel and Nickel plate
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Other chains and grades  
available ex stock NZ

X-ring 	� B.S and ASA 3/8 to 1 ¼” pitch, duty 
environment, high speed

	 Code CBSBL081 eg.

Double Guard 	 E series for corrosive applications
	 B.S and ASA ¼ to 1 ¼”pitch
	 Code CBS08B1E eg.

Extended pitch	 chain, for conveyor product transfer
	 C2040, C2050, C2060, C2080, C2100
	 • Hollow pin
	 • �2050 & 2060 with 8.1mm hole in side  

plate-fruit handling
	 • straight side plate and wasted ex stock
	 Code CC2050H eg.

S series 	 Agricultural chain, bailers, conveyor belt drive
	 S32, S45, S52, S62, S88
	 • Nickel plated
	 • A1, K1 & A2, K2 attachment connecting link
	 • Chains with attachments already fitted.
	 Code CCS52NP eg.

Chain Breakers	Size 35/60 - breaks from 3/8 to 3/4
	 60/100 - breaks from ¾ to 1 ¼
	 Code CDID50 eg.

3/8”
06B-1

D mm
d mm
L mm

37
22
22

43
28
25

49.3
34
25

55.3
40
28

61.3
45
28

64.3
46
28

68
48
28

73.5
52
28

80
57
28

86
60
28

94.7
60
28

119.5
70
30

140
80
32

177
80
32

234.4
80
32

1/2”
08B-1

D mm
d mm
L mm

48.7
29
25

57.4
37
28

65.5
45
28

73.6
52
28

81.7
60
28

85.8
64
28

89.7
68
28

98.7
70
28

106
70
28

114
70
30

126.1
80
30

158.6
90
40

186.7
90
40

235.3
90
40

311.9
90
40

5/8”
10B-1

D mm
d mm
L mm

63
37
30

73
47
30

83
57
30

93
60
30

103
70
30

108
75
30

113
75
40

123
80
40

134
80
40

144
85
35

159
90
35

199
100
35

234.5
100
40

295
100
40

391.2
100
50

3/4”
12B-1

D mm
d mm
L mm

75
46
35

87.5
58
35

99.8
70
35

111
80
35

124
80
35

130
80
35

136
90
40

149
90
40

160
90
40

172
95
40

190.5
95
40

239
100
40

282
110
56

354
110
56

470
110
56

Teeth 11 13 15 17 19 20 21 23 25 27 30 38 45 57 76

B.S Sprockets	 Code S08B211 eg.
	 Mild steel construction – pilot bored
D= outside diameter
d= Boss diameter
L= overall width
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Newnuro Rod Ends,  
Metric Series

Available in Mild steel zinc plated and Stainless steel material
Stocked up to 30mm bore
Code eg. RSA12C 

Male Steel/PTFE low maintenance lined

Metric Female Steel/PTFE low maintenance lined

Stainless steel metric series stocked 6, 8, 10, 12mm male & female

Rod End 
no.

Dimensions Load Ratings 
kN

kg

  d B D1 C1 d2 G h I1 I2 6° Dyn Static

SA5C 5 6 10 4.5 21 M5 36 16 46 13 3.6 3.9 0.011

SA6C 6 6 10 1.5 21 M6 36 16 46 13 3.6 5.5 0.013

SA8C 8 8 13 6.5 24 M8 42 26 54 15 5.8 10 0.026

SA10C 10 9 16 7.5 29 M10 48 26 62 12 8.6 16 0.044

SA12C 12 10 18 8.5 34 M12 54 28 71 10 11 23 0.066

SA15C* 15 12 22 10.5 40 M14 63 34 83 8 18 32 0.12

SA17C 17 14 25 11.5 46 M16 69 36 92 10 22 44 0.17

SA20C 20 16 29 13.5 53 M20 78 43 104 9 33 60 0.28

SA25C 25 20 36 18 64 M24 94 53 126 7 51 83 0.51

SA30C 30 22 41 20 73 M30 110 65 146 6 65 110 0.84

Rod End 
no.

Dimensions Load Ratings 
kN

kg

d B D1 C1 d2 G h1 I3 I4 I5 W d3 d4 6° Dyn Static

SI5C 5 6 10 4.5 21 M5 30 11 40 5 10 10 13 13 3.6 8.1 0.016

SI6C 6 6 10 4.5 21 M6 30 11 40 5 11 11 13 13 3.6 8.1 0.017

SI8C 8 8 13 6.5 24 M8 36 15 48 5 13 13 16 15 5.8 12.9 0.035

SI10C 10 9 16 7.5 29 M10 43 15 58 6.5 16 16 19 12 8.6 17.6 0.061

SI12C 12 10 18 8.5 34 M12 50 18 67 7 18 19 22 10 11 24.5 0.096

SI15C * 15 12 22 10.5 40 M14 61 21 81 8 21 21 26 8 18 36 0.16

SI17C 17 14 25 11.5 46 M16 67 24 90 10 27 25 29 10 22 45 0.23

SI20C 20 16 29 13.5 53 M20 77 30 104 10 30 28 34 9 31 60 0.32

SI25C 25 20 36 18 64 M24 94 36 126 12 36 35 42 7 51 83 0.62

SI30C 30 22 41 20 73 M30 110 45 147 15 46 42 50 6 65 110 0.97
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Newnuro Rod ends
Imperial Series

Available in Mild steel zinc plated and Stainless steel material

Male Steel/Steel

Female Steel/Steel

Stainless steel metric series stocked 6, 8, 10, 12mm male & female

Rod End 
no.

Dimensions Load Ratings 
kN

kg

d B dk C1 d2 G h I1 I2 rs 6° Dyn Static

SAZJ4 3/16 7.92 11.1 5.94 15.8 10-32 31.7 19.0 39.7 0.3 10 3.6 3.8 0.014

SAZJ6 1/4 9.53 12.7 6.35 19.0 1/4-
28

39.67 25.4 49.2 0.3 13.5 5.4 6.6 0.018

SAJZ7 5/16 11.1 15.9 7.92 22.2 5/16-
24

47.6 31.7 58.7 0.3 11 8.5 12 0.032

SAJZ9 3/8 12.7 18.3 9.12 25.4 3/8-
24

49.2 31.7 61.9 0.6 11 11 16 0.050

SAJZ11 7/16 14.3 20.6 10.3 28.6 7/16-
20

53.9 34.9 68.3 0.6 10.5 14 21 0.068

SAJZ12 1/2 15.9 23.8 11.5 33.3 1/2-
20

61.9 38.1 78.6 0.6 10 18 28 0.11

SAJZ15 5/8 19.0 28.6 12.3 38.1 5/8-
18

66.7 41.3 85.7 0.6 13 23 29 0.16

SAJZ19 3/4 22.2 33.3 15.1 44.5 3/4-
16

73.1 44.5 95.3 0.6 12 34 44 0.26

Rod End 
no.

Dimensions Load Ratings 
kN

kg

d B dk C1 d2 G h1 I3 I4 I5 W d3 d4 rs 6° Dyn Static

SIZJ4 3/16 7.92 11.1 5.94 15.9 10-
32

26.9 12.7 34.9 4.75 7.92 7.54 10.3 0.3 10 3.6 6.8 0.018

SIJZ6 1/4 9.53 12.7 6.35 19.0 1/4-
28

33.3 15.9 42.9 4.75 9.53 9.15 11.9 0.3 13.5 5.4 9.6 0.023

SIZJ7 5/16 11.1 15.9 7.92 22.2 5/16-
24

34.9 15.9 46.0 4.75 11.1 10.7 12.7 0.3 11 8.5 12 0.036

SIZJ9 3/8 12.7 18.3 9.12 25.4 3/8-
24

41.28 19.0 54 6.35 14.27 13.9 17.5 0.6 11 11 16 0.059

SIZJ11 7/16 14.3 20.6 10.3 28.6 7/16-
20

46.0 22.2 60.3 6.35 15.9 15.5 19.0 0.6 10.5 14 21 0.082

SIJZ12 1/2 15.9 23.8 11.5 33.3 1/2-
20

54 25.4 70.6 6.35 19.0 18.7 22.2 0.6 10 18 28 0.132

SIJZ15 5/8 19.0 28.6 12.3 38.1 5/8-
18

63.5 31.8 82.6 7.92 22.2 21.8 25.4 0.6 13 23 29 0.195

SIJZ19 3/4 22.2 33.3 15.0 44.4 3/4-
16

73 34.9 95.2 7.92 25.4 25 28.6 0.6 12 34 44 0.295
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Newnuro SQ & SQZ 
series Metric

6, 8, 10, 12mm stocked 
Left and right hand Female

Steel/Zinc base alloy
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6, 8, 10, 12mm stocked 
Left and right hand Female

Newnuro Spherical  
Ball Bushings

8 – 30mm bore sizes stocked

Also available indent

Bearing No Dimensions in MM Load Ratings 
kN

kg

d D B C Dk Is Iis 6° Dyn Static

GE8E 8 16 8 5 13 0.3 0.3 15 5.5 27 0.008

GE10E 10 19 9 6 16 0.3 0.3 12 8.1 40 0.011

GE12E 12 22 10 7 18 0.3 0.3 10 10 53 0.015

GE15ES-2RS 15 26 12 9 22 0.3 0.3 8 16 84 0.027

GE17ES-2RS 17 30 14 10 25 0.3 0.3 10 21 106 0.041

GE20ES-2RS 20 35 16 12 29 0.3 0.3 9 30 146 0.066

GE25ES-2RS 25 42 20 16 35.5 0.6 0.6 7 48 240 0.119

GE30ES-2RS 30 47 22 18 40.7 0.6 0.6 6 62 310 0.153
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Dodge® Grip Tight Bearings

Grip Tight Expansion  
Pillow Block
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DODGE® STEEL-HOUSED 
Imperial HD & S-2000 HD



•	 BALDOR Vector Motors and Drives
•	 BEIJER HM1 Screens
•	 BERGER LAHR high voltage steppers
•	 BOSTON-GEAR Clutch-Brake Units
•	 BROOKS DRIVE Worm Reducers
•	 CIMA Thermoplastic Bearing Housings
•	 DID Chain Couplings
•	 DID Chain with Attachments
•	 DID Racing Kart Chain
•	 DYNO Plastic Chain and Gravity Roller  
	 Systems
•	 Electro-magnetic Brakes, Clutches and  
	 Tension Control Systems
•	 FLEXOPAL Flexible Impellor Pumps
•	 GRAVITY Roller Conveyors
•	 HEPCO Linear Bearings and Ball Screws
•	 IMS Stepper Motors and Drives
•	 INVERTER Motors and Drives
•	 LINAK Actuators
•	 LINMOT Systems
•	 Linear Bearings and Ball Bearings
•	 Lock Hubs
•	 MAGPOWR Powder Brakes and Clutches
•	 Milking Pump and Dairy Vacuum Pump  
	 Systems
•	 NACHI Ball and Roller Bearings
•	 Needle Roller Bearings
•	 NACHI Wheel Bearing Kits
•	 NEMA Framed Electric Motors

•	 NEW NURO Stainless Steel Rod Ends
•	 Oil Seals and 0-rings
•	 PlC Miniature Transmission Components
•	 Pillow Blocks
•	 PIV Variable Speed Gearboxes
•	 POGGI Bevel Gearboxes
•	 POGGI Lock Hubs
•	 Poly V-Belts and Pulleys
•	 Re Tension, Brakes, Clutches and Controls
•	 REXNORD / MCC and CABAX Conveying  
	 Chain, Steel and Plastic
•	 ROFLEX Poly V-Belts and Pulleys
•	 SERVO MECH Screw Jacks and AC Actuators
•	 Screw Jacks and AC Actuators
•	 Self-Aligning Bearings
•	 Shaft Mounted Reducers
•	 Spherical Bearings
•	 THORDON Elastomeric Bearing Materia
•	 TIMKEN Tapered Roller Bearings
•	 Transmission Bearings and Housings
•	 TRANZBAND Powered Roller Conveyors
•	 TRIO Controllers
•	 UNIVERSAL Joints
•	 Variable Speed Belts
•	 Variable Pitch Pulleys and Drives
•	 Vector Motors and Drives
•	 Wine Pump Systems
•	 WARNER Electro-magnetic Brakes and  
	 Clutches

WELLINGTON 
PH:	 04 568 6196 
FAX:	04 568 6198 
FREEPHONE: 0800 24 34 44

CHRISTCHURCH 
PH:	 03 366 9514 
FAX:	03 379 4876 
FREEPHONE: 0800 37 38 39

AUCKLAND 
PH:	 09 274 7114 
FAX:	09 274 8497 
FREEPHONE: 0800 48 49 50

The John brooks Product Range also includes the following:


